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CleanWater\( Services

SECOND ADDENDUM TO INVITATION TO BID
FOR INVITATION TO BID

ROCK CREEK DIGESTERS 3 AND 4 COVERS REHABILITATION PROJECT
PROJECT NO. 7191

CLEAN WATER SERVICES
ISSUED: OCTOBER 22, 2025

Clean Water Services’ Invitation to Bid for Invitation to Bid dated October 15, 2025 (ITB) is
hereby amended as follows:

Make the following changes to the ITB Documents:

Item # Volume Description

2.1 2 Table of Contents — ADD the following in Division 15: “Specification
Section 15110 Eccentric Plug Valves for Liquid Service”

22 |2 ADD: Attachment 1 titled “Specification Section 15110 Eccentric Plug
Valves for Liquid Service” into Specifications.

2.3 3 DELETE: Sheet 12, Sheet D-105

ADD: Attachment 2, Sheet D-105, Sheet 12, Revision 1 dated 10/2025.

Except as modified in this Addendum, the ITB will remain in effect as originally written.
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ATTACHMENT 1

SPECIFICATION SECTION 15110 - ECCENTRIC PLUG
VALVES FOR LIQUID SERVICE
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SPECIFICATION SECTION 15110 -  ECCENTRIC PLUG VALVES FOR LIQUID SERVICE


SECTION 15110
ECCENTRIC PLUG VALVES FOR LIQUID SERVICE

PART 1 GENERAL
1.01 DESCRIPTION

A. This section specifies eccentric plug valves.
1.02 QUALITY ASSURANCE

A. References:

1. This section contains references to the following documents. They are a part of this
section as specified and modified. Where a referenced document contains
references to other standards, those documents are included as references under
this section as if referenced directly. In the event of conflict between the
requirements of this section and those of the listed documents, the requirements of
this section shall prevail.

2. Unless otherwise specified, references to documents shall mean the documents in
effect at the time of Advertisement for Bids or Invitation to Bid (or on the effective
date of the Agreement if there were no Bids). If referenced documents have been
discontinued by the issuing organization, references to those documents shall mean
the replacement documents issued or otherwise identified by that organization or, if
there are no replacement documents, the last version of the document before it was
discontinued. Where document dates are given in the following listing, references to
those documents shall mean the specific document version associated with that
date, regardless of whether the document has been superseded by a version with a
later date, discontinued or replaced.

Reference Title

ANSI B16.1 Cast Iron Pipe Flanges and Flanged Fittings Class 25, 125, 250, and 800
ASTM A126 Gray Iron Castings for Valves, Flanges, and Pipe Fittings

ASTM A276 Stainless and Heat-Resisting Steel Bars and Shapes

ASTM A436 Austenitic Gray Iron Castings

ASTM A536 Ductile Iron Castings

AWWA C500 Gate Valves 3 through 48 inch NPS, for Water and Sewage Systems
AWWA C517 Resilient Seated Cast-Iron Eccentric Plug Valves

13 SUBMITTALS

1. Action Submittals:
1. Procedures: Section 01330.
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2.

3.

4.

A copy of this specification section, with addendum updates included, and all
referenced and applicable sections, with addendum updates included, with each
paragraph check-marked to indicate specification compliance or marked to indicate
requested deviations from specification requirements. Check marks (v') shall denote
full compliance with a paragraph as a whole. If deviations from the specifications are
indicated and, therefore requested by the Contractor, each deviation shall be
underlined and denoted by a number in the margin to the right of the identified
paragraph, referenced to a detailed written explanation of the reasons for requesting
the deviation. The Construction Manager shall be the final authority for determining
acceptability of requested deviations. The remaining portions of the paragraph not
underlined will signify compliance on the part of the Contractor with the
specifications. Failure to include a copy of the marked-up specification sections,
along with justification(s) for any requested deviations to the specification
requirements, with the submittal shall be sufficient cause for rejection of the entire
submittal with no further consideration.

Product datasheets including materials of construction, operator configuration, and
valve sizes.

Proof of Design Tests:

a. The Contractor shall furnish the Engineer with three certified copies of a report
from an independent testing laboratory certifying successful completion of proof-
of-design testing conducted in accordance with AWWA C517, Section 5.2, except
that where the word "disc" appears in the standard, it is understood to mean
"plug." In lieu of testing the valves at an independent testing laboratory, proof-of-
design testing may be performed at the valve manufacturer's laboratory, but
must be witnessed by a representative of a qualified independent testing
laboratory, and all test reports must be certified by the laboratory representative.
Proof-of-design testing shall have been performed on not less than three 6-inch
diameter valves, with all three test units demonstrating full compliance with the
test standards. Failure to satisfactorily complete the test shall be deemed
sufficient evidence to reject all valves of the proposed make or manufacturer's
model number.

PART 2 PRODUCTS

2.01 MANUFACTURERS

A. Candidate manufacturers include the following:

1.
2.
3.

DeZurik
GA Industries
Val-matic
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2.02 MATERIALS

A. Materials of construction shall be as follows:

Component Material

Body Cast iron, ASTM A126, Class B

Plug Ductile iron, ASTM A536

Plug facing Buna-N

Body seats Stainless steel, ASTM A276, Type 304
Packing PTFE

Bearings Stainless Steel

Grit Excluder Buna-N

Factory Coating 10 mils dft or factory applied FBE

B. Materials specified are considered the minimum acceptable for the purposes of
durability, strength, and resistance to erosion and corrosion. The Contractor may propose
alternative materials for the purpose of providing greater strength or to meet required
stress limitations. However, alternative materials must provide at least the same
gualities as those specified for the purpose.

2.03 MANUFACTURE

A. General:

1.

Valves shall be straight-flow nonlubricated resilient plug type suitable for driptight, bi-
directional shutoff at the specified valve design pressure. Port areas for the valve
shall be at least 80 percent of the adjacent full pipe area and shall be capable of
passing solids 75% of pipe size. Valve body seats consisting of nickel for valves 3
inches and larger shall be constructed of a welded-in overlay of not less than 90
percent pure nickel. Upper and lower journal bearings shall be replaceable, sleeve-
type, corrosion resistant, and permanently lubricated. Packing shall be self-adjusting
chevron type replaceable without disassembling the valve. The valve shall be
designed so that the plug opening direction can be reversed to allow flexibility in
actuator positioning.

Unless otherwise specified, valves shall, as a minimum, conform to the following
pressure ratings:

Size, inches Design pressure, psig
12 and smaller 175

B. End Connections:

1.
2.

Valves 4 inches and larged shall have flanged ends.
For grooved-end piping systems, flanged valves shall be provided.

C. Manual Operators:

1. Unless specified otherwise, each manual operator shall be provided with an
operating wheel. Operators shall be mounted on the valve or gate and provided as a
unit. Each valve body or operator shall have cast thereon the word "OPEN," an arrow
indicating the direction to open, and flow direction arrows. Unless specified
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otherwise, the direction of rotation of the operator shall be counterclockwise for
opening.

2. Manual operators shall have operating torques less than 80 foot-pounds. Valves 4
inches and larger shall be provided with totally enclosed worm gear operators. Where
specified, manual operators shall have an adjustable stop. All operator components
shall be sized for the valve design pressure in accordance with AWWA C504, Section
4.5,

2.04 PRODUCT DATA

A. The following information shall be provided in accordance with Section 01330:
1. Manufacturer's product data.

PART 3 EXECUTION
3.01  INSTALLATION

A. Unless otherwise specified, valves shall be provided with the seat upstream against flow
and the shaft horizontal, so that the plug will be located in the upper half of the valve
when in the open position.

B. Valve operators shall be located so that they are readily accessible for operation and
maintenance. Valve operators shall be mounted for unobstructed access, but mounting
shall not obstruct walkways. Valve operators shall not be mounted where shock or
vibration will impair their operation. Support systems shall not be attached to handrails,
process piping, or mechanical equipment.

END OF SECTION
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ATTACHMENT 2

REVISED DRAWING SHEET D-105, REVISION 1, DATED
10/2025
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REVISED DRAWING SHEET D-105, REVISION 1, DATED 10/2025
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DATE

DESCRIPTION

PROJ NAME:

e

T,
CleanWater  Services

2550 SW Hillsboro Hwy. Hillsboro, Oregon 97123-9379

ROCK CREEK

DIGESTER 3 AND 4

COVER REHABILITATION
PERMIT SET

SHEET TITLE:

DIGESTERS 3 AND 4

AND VALVE REPLACEMENT ]

DEMOLITION

Sheet 12 of 26

GENERAL NOTES

1.  ELECTRICAL DEMOLITION SHOWN FOR MIXER
SUPPORT STRUCTURE SHALL APPLY TO BOTH
UNITS MOUNTED ON DIGESTER 4.

(O KEY NOTES

1 COORDINATE WITH OWNER TO LOCATE AND
DISCONNECT ALL POWER SOURCES PRIOR TO
EQUIPMENT REMOVAL. SALVAGE TO OWNER

2 COMPLETELY REMOVE CONDUCTORS BACK TO
THEIR SOURCE

3 COMPLETELY REMOVE CONDUIT TO NEAREST
JUNCTION OUTSIDE THE
HAZARDOUS/CLASSIFIED BOUNDARY AND CAP.
TAG RACEWAY AS SPARE

Signer Nams: Mark Steahota
Sinning Reason: I approved
this document.

Signing fime: ZBI%-@9-34
44 TAEDT )

PLOT  9/22/2025

PLC #:

cH5, 719

DWG #:

D-105

EXPIRES: JULY 30, 2026
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